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Vincotech

flowPACK 1 H6.5 650V 7/ 100 A

Features flow 1 12 mm housing
e Innovative H6.5 topology

e Optimized for bidirectional operation
e Integrated temperature sensor
e Low inductance housing

Target applications

e Energy Storage Systems
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Maximum Ratings
T; = 25 °C, unless otherwise specified
Parameter Symbol Conditions Value Unit
Buck Switch
Collector-emitter voltage Vces 650 \%
Collector current (DC current) I T = Tjmax Ts =80 °C 76 A
Repetitive peak collector current lcrm tp limited by Tjmax 400 A
Total power dissipation Prot Tj = Timax T, =80 °C 120 w
Gate-emitter voltage Vees +30 \%
Maximum junction temperature Timax 175 °C
Buck Diode
Peak repetitive reverse voltage VrrM 650 \%
Forward current (DC current) I Tj = Timax Ts =80 °C 70 A
Repetitive peak forward current lrrRM tp limited by Tjmax 400 A
Total power dissipation Prot Tj = Tjmax Ts =80 °C 96 W
Maximum junction temperature Timax 175 °C
Boost Switch
Collector-emitter voltage Vces 650 \%
Collector current (DC current) lc Tj = Tjmax Ts =80 °C 58 A
Repetitive peak collector current lcrm tp limited by Tjmax 300 A
Total power dissipation Prot Tj = Tjmax T, =80 °C 88 W
Gate-emitter voltage Vees +30 \%
Maximum junction temperature Timax 175 °C
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Maximum Ratings
T; = 25 °C, unless otherwise specified
Parameter Symbol Conditions Value Unit
Boost Diode
Peak repetitive reverse voltage VrrMm 650 \%
Forward current (DC current) Ir T = Tjmax Ts =80 °C 70 A
Repetitive peak forward current lrrm tp limited by Tjmax 400 A
Total power dissipation Prot Tj = Timax T, =80 °C 96 w
Maximum junction temperature Timax 175 °C
Module Properties
Thermal Properties
Storage temperature Tstg -40...+125 °C
(CDOpri;ie;itci;n temperature under switching Tin -40...+ (T - 25) o
Isolation Properties
Isolation voltage Visol DC Test Voltage* tt=2s 6000 \Y
Isolation voltage Visol AC Voltage t, =1 min 2500 \%
Creepage distance >12,7 mm
Clearance 8,17 mm
Comparative Tracking Index CTI = 200
*100 % tested in production
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Characteristic Values

Parameter Symbol Conditions Values Unit

Vee [V1 Vee [V] | 1c [A] ]
v vy [ Ve VI | o IAT | T [°CT | Min | Typ | Max
oS Ve [V] | I [A]

Buck Switch

Static
Gate-emitter threshold voltage Vo) 5 0,066 25 5 6 7 \%
25 1,5 1,9
Collector-emitter saturation voltage Veesat 15 100 125 1,66 \%
150 1,7
Collector-emitter cut-off current Ices ] 650 25 0,02 mA
Gate-emitter leakage current lees 30 0o 25 0,4 HA
Internal gate resistance rg None Q
Input capacitance Cies 8400 pF
Output capacitance Coes f=1 Mhz 0 30 25 208 pF
Reverse transfer capacitance Cres 158 pF
Gate charge Qq 15 400 100 25 282 nC
Thermal
Thermal resistance junction to sink @ Rin-s) ?Sag;; 8.4 W/mK 0,79 K/W
Dynamic
25 42,73
Turn-on delay time td(on) 125 41,53 ns
150 41,67
25 14,52
Rise time tr 125 14,92 ns
Rgn = 4 Q 150 14,93
Rt = 4 Q 25 103,04
Turn-off delay time ta(otr) 125 115,31 ns
150 119,96
-5/15 400 100
25 30,21
Fall time t 125 41,36 ns
150 44,75
Qrwo=3,64 pC 25 0,571
Turn-on energy (per pulse) Eon Qrwp=5,22 pC 125 0,837 mWs
Qrwp=6,18 pC 150 1,01
25 1,8
Turn-off energy (per pulse) Eorr 125 2,38 mWs
150 2,53
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Characteristic Values

Parameter Symbol Conditions Values Unit

Vee [V1 Vee [V] | 1c [A] ]
v vy [ Ve VI | o IAT | T [°CT | Min | Typ | Max
oS Ve [V] | I [A]

Buck Diode
Static
25 1,51 1,9M
Forward voltage Ve 100 125 1,57 \%
150 1,54
Reverse leakage current Ir Vi =650 V 25 20 HA
Thermal
Thermal resistance junction to sink @ Rin-s) ?;assi): 84 W/mK 0,99 K/W
Dynamic
25 141,13
Peak recovery current IrrM 125 161,74 A
150 169,56
25 45,42
Reverse recovery time tr 125 62,44 ns
150 77,61
di/dt=8417 A/ps 25 3.64
Recovered charge Qr di/dt=7402 A/ps | -5/15 400 100 125 5,22 ucC
di/dt=7656 A/us 150 6,18
25 1,35
Reverse recovered energy Erec 125 1,82 mWs
150 2,11
25 5907,97
Peak rate of fall of recovery current (dirf/dt)max 125 5991,05 Alus
150 5691,87
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Characteristic Values

Parameter Symbol Conditions Values Unit

Vee [V1 Vee [V] | 1c [A] ]
v vy [ Ve VI | o IAT | T [°CT | Min | Typ | Max
oS Ve [V] | I [A]

Boost Switch

Static
Gate-emitter threshold voltage Vo) 5 0,0504 | 25 5 6 7 \%
25 1,43 | 1,99
Collector-emitter saturation voltage Veesat 15 75 125 1,58 \%
150 1,61
Collector-emitter cut-off current Ices ] 650 25 10 HA
Gate-emitter leakage current lees 30 0 25 0,2 HA
Internal gate resistance Iy None Q
Thermal
Thermal resistance junction to sink @ Ring-s) ﬁ‘gass‘;; 8.4 W/mK 1,08 K/W
Dynamic
25 37,23
Turn-on delay time td(on) 125 36,9 ns
150 36,49
25 9,52
Rise time tr 125 10,48 ns
Rgn = 4 Q 150 10,69
Ryt = 4 Q 25 88,56
Turn-off delay time ta(ott) 125 100,27 ns
150 103,32
-5/15 400 75
25 32,4
Fall time te 125 45,14 ns
150 47,96
Qrwpo=3,02 pC 25 0,234
Turn-on energy (per pulse) Eon Qrwp=4,46 pC 125 0,346 mWs
Qrwp=5,23 pC 150 0,407
25 1,32
Turn-off energy (per pulse) Eorf 125 1,72 mWs
150 1,83
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Characteristic Values

Parameter Symbol Conditions Values Unit

Vee [V1 Vee [V] | 1c [A] ]
v vy [ Ve VI | o IAT | T [°CT | Min | Typ | Max
oS Ve [V] | I [A]

Boost Diode

Static
25 1,51 1,9M
Forward voltage Ve 100 125 1,57 \%
150 1,54
Reverse leakage current Ir Vi = 650 V 25 20 HA
Thermal
Thermal resistance junction to sink @ Rin-s) ?;assi): 84 W/mK 0,99 K/W
Dynamic
25 130,69
Peak recovery current IrrM 125 140,37 A
150 146,24
25 40,15
Reverse recovery time tr 125 63,25 ns
150 76,18
di/dt=8479 A/us 25 3,02
Recovered charge Qr di/dt=7774 A/ps | -5/15 400 75 125 4,46 ucC
di/dt=7795 A/us 150 5,23
25 1,14
Reverse recovered energy Erec 125 1,5 mWs
150 1,74
25 6178,82
Peak rate of fall of recovery current (dirf/dt)max 125 5259,82 Alus
150 5286,19
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Characteristic Values

Parameter Symbol Conditions Values Unit

Vee [V1 Vee [V] | 1c [A] .

Ves [V] Vos [V1 | 1o [A] | Ti [°C1 Min Typ Max

oS Ve [V] | I [A]

Thermistor
Static
Rated resistance R 25 22 kQ
Deviation of R DriR Rio = 1484 Q 100 -5 5 %
Power dissipation P 25 130 mw
Power dissipation constant d 25 1,5 mw/K
B-value Bssoy |Tol. +1 % 3962 K
B-value Besinony |Tol. £1 % 4000 K
Vincotech Thermistor Reference 1
M Value at chip level
@ Only valid with pre-applied Vincotech thermal interface material.
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Buck Switch Characteristics
figure 1. IGBT figure 2. IGBT
Typical output characteristics Typical output characteristics
Ie = f( V) Ie = f( V)
~ 300 ~ 300
= = —7vV
2501 2501 —_ov
——10V
—11V
200 2004 13V
—_—14V
—15V
—16V
150+ 1509 ——17v
100+ 1004
501 50
0 T T T T T 0 T
0,0 0,5 1,0 1,5 2,0 2,5 3,0 0,0 0,5 1,0 1,5 2,0 2,5 3,0
Vee (V) Vee (V)
t,= 250 us 25 °oC t,= 250 us
Vee = 15 \ Ty 125 °C Tj= 150 °C
150 °C Ve from 7 V to 17 Vin steps of 1 V
figure 3. IGBT figure 4. IGBT
Typical transfer characteristics Transient thermal impedance as a function of pulse width
Ie = f( Vee) Zungs = f( ;)
0
z 100 < 10
=~ 2
N
751 1071
501 1072+
25+ 10-31 ——0,1
~——0,05
10,02
——0,01
—— 0,005
—0
0 T T 10-4 T T T T T T
0 2 8 10 10-5 104 10-3 10-2 10-1 100 101 102
Vee(V) ty(s)
t,= 250  ps 25°C b= t,/T
Vee = 10 \ T;: 125 °C Runs) = 0,792 K/W
150 °C IGBT thermal model values
R (K/W) 7 (s)
6,64E-02 2,15E+00
1,20E-01 4,67E-01
4,13E-01 1,02E-01
1,44E-01 1,52E-02
4,90E-02 1,48E-03
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Buck Switch Characteristics
figure 5. IGBT
et
g 1000
100
10
1
0,1
0,01
1 10 100 1000 10000
Vee (V)
D= single pulse
Ts= 80 °C
Vee = 15 Vv
T= Timax
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Buck Diode Characteristics
figure 6. FWD figure 7. FWD
Typical forward characteristics Transient thermal impedance as a function of pulse width
I = f( Vi) Zungs) = f( ty)
0
T 300 R 10
= 2
2501 ;
N
1071
200+
150+ 10-2+
100+ —0,5
——0,2
10-31 ——0,1
——0,05
501 ——0,02
——0,01
——0,005
—0
0 T T T T T 104 T T T T T T
0,0 0,5 1,0 1,5 2,0 2,5 3,0 10-5 104 10-3 10-2 10-1 100 101 102
Vi(V) t(s)
t,= 250 us 25°C D= t,/ T
Ty 125 °C Rugs) = 0,988 K/W
150 °C FWD thermal model values
R (K/W) 7 (s)
6,23E-02 4,13E+00
1,76E-01 5,84E-01
5,11E-01 1,10E-01
1,81E-01 1,35E-02
5,73E-02 1,86E-03
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Boost Switch Characteristics
figure 8. IGBT figure 9. IGBT
Typical output characteristics Typical output characteristics
Ie = f( V) Ie = f( V)
~ 200 ~ 200
= = —7vV
—8V
9V
1501 1504 1oV
—12V
—13V
— 14V
—15V
—16V
100+ 1009 ——17v
501 501
0 y T T T T 0
0,0 0,5 1,0 1,5 2,0 2,5 3,0 0,0 0,5
Vee (V) Vee (V)
t,= 250 us 25 °C t,= 250 us
Vee = 15 \ Ty 125 °C Tj= 150 °C
150 °C Ve from 7 V to 17 Vin steps of 1 V
figure 10. IGBT figure 11. IGBT
Typical transfer characteristics Transient thermal impedance as a function of pulse width
Ic = f( VGE) Z(h(j-s] = f( tp)
1
z 70 g 10
= 2
60 %
100
501
1]
40 10
301 102
—0,5
20 —0,2
——0,11
10-31 ——0,05
101 —yy
—— 0,005
—0
0 T T T y g T T 10-4 T T T T T T
0 1 2 3 4 5 6 7 8 9 10-5 104 10-3 10-2 10-1 100 101 102
Vee(V) £,(s)
t,= 250  ps 25°C b= t,/T
Vee = 14 \ T;: 125 °C Rungs) = 1,078 K/W
150 °C IGBT thermal model values
R (K/W) 7 (s)
8,14E-02 2,67E+00
1,88E-01 3,44E-01
6,08E-01 6,67E-02
1,59E-01 9,52E-03
4,09E-02 8,22E-04
Copyright Vincotech 12 21 Jan. 2022 / Revision 1
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Boost Switch Characteristics
figure 12. IGBT
ety
z 1000
100 /
10
1
0,1
0,01
1 10 100 1000 10000
Vee(V)
D= single pulse
T,= 80 °C
Vee = 15 A\
Ti= Timax
Copyright Vincotech 13

21 Jan. 2022 / Revision 1



\4

10-PYO7HVA10OORG11-L986F58Y

datasheet
Vincotech
Boost Diode Characteristics
figure 13. FWD figure 14. FWD
Typical forward characteristics Transient thermal impedance as a function of pulse width
I = f( Vi) Zungs) = f( £5)
0
T 300 R 10
= 2
2501 ;
N
1071
200+
150+ 10-2+
1004 —0,5
0,2
10-31 —0,1
= 0,05
50 0,02
——0,01
= 0,005
—0
0 T T T T T 104 - - - - - -
0,0 0,5 1,0 1,5 2,0 2,5 3,0 10-5 104 10-3 10-2 10-1 100 101 102
Vi(V) t(s)
t,= 250 us 25°C D= t,/ T
Ty 125 °C Ringes) = 0,988 K/W
150 °C FWD thermal model values
R (K/W) T(s)
6,23E-02 4,13E+00
1,76E-01 5,84E-01
5,11E-01 1,10E-01
1,81E-01 1,35E-02
5,73E-02 1,86E-03

Copyright Vincotech

14

21 Jan. 2022 / Revision 1



\4

10-PYO7HVA100RG11-L986F58Y
datasheet

Vincotech

Thermistor Characteristics

figure 15. Thermistor

Typical NTC characteristic as function of temperature

Ry = f(T)

25000

g
=
20000-
150001
10000

5000+

20 40 60 80 100 120 140
Q)
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Buck Switching Characteristics
figure 16. 1GBT

Typical switching energy losses as a function of collector current Typical switching energy losses as a function of gate resistor
E=f(1) E = f(R,)
_5 =35
Q
% Eor E Eoi
= Eor T 3,0 Er
" E
Eos 2,51 Egr
N Enn
2,01
21 1,51
. 101
4 E
on 0,51
0 T T T T T T T 0,0 T T T T T T
0 25 50 75 100 125 150 175 200 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
Ic(A) Ry(2)
With an inductive load at 25 °C With an inductive load at 25 °C
Vee = 400 \ Ty 125 °C Ve = 400 \ Ty 125 °C
Ve = -5/15 Y] 150 °C Ve = -5/15 \% 150 °C
Rgon= 4 Q Ie= 100 A
Ryoi = 4 Q
figure 18. FWD figure 19. FWD
Typical reverse recovered energy loss as a function of collector current Typical reverse recovered energy loss as a function of gate resistor
Eee = f( 1) Evec = f(Ry)
—~ 3,5 - 2,5
Q Q
H H
& &
= 3,07 Fre =

Erec

Erec

,oRr NN
o w o w
= = N
o w o
I = om

0,51
0,51
0,0 0,0 T T T T T T
0 25 50 75 100 125 150 175 200 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
Ic(A) R,(2)
With an inductive load at 25 °oC With an inductive load at 25 °C
Ver = 400 \ Ty 125 °C Ver = 400 \ Ty 125 °C
Vee=  -5/15 V 150 °C Vee=  -5/15 V 150 °C
Rgon= 4 Q Ic= 100 A
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Buck Switching Characteristics
figure 20. IGBT figure 21. IGBT
Typical times as a of current Typical switching times as a function of gate resistor
t=f(l) t = f(Ry)
~ 100 —~ 100
z g
tacorn)
10-1 Lagott) 10-11 \/ Lagon)
ta(on)
t
t; i
t
102 102+
10-3 T T T T T T T 103 T T T T T T
0 25 50 75 100 125 150 175 200 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Ry(2)
With an inductive load at With an inductive load at
T= 150 °C T= 150 °C
Vee = 400 \% Vg = 400 \Y
Vee = -5/15 \% Vee = -5/15 \%
Ryon= 4 Q = 100 A
Ryoi = 4 Q
figure 22. FWD figure 23. FWD
Typical reverse recovery time as a function of collector current Typical reverse recovery time as a function of IGBT turn off gate resistor
tw = (1) toe = F( Ryor)
—~ 0,150 —~ 0,150
) )
3 3
& &
0,125 0,125+ i
ter
ter
0,100 0,100
2
0,075 0,075 ry
ter
0,050 0,050
0,025 0,025
0,000 ! ! ! ! ! ! ! 0,000 ! ! ! ! ! !
0 25 50 75 100 125 150 175 200 , 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Ryor ()
With an inductive load at 25 °oC With an inductive load at 25 °oC
Ver = 400 \ Ty 125 °C Vg = 400 Ty 125 °C
Vee=  -5/15 V 150 °C Vee=  -5/15 150 °C
Ryon = 4 Q Ic= 100
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Buck Switching Characteristics
figure 24. FWD figure 25. FWD
Typical r charge as a ion of current Typical recovered charge as a function of turn off gate resistor
Q- = f(1L) Q= f( Ryor)
~ 12 ~8
) )
S S 5]
101
6
Q Q
& 5 \
Q: o
61 4
Q:
3
41 o
2
24
1
0 25 50 75 100 125 150 175 200 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Reon ()
With an inductive load at 25 °C With an inductive load at 25 °C
Vg = 400 \ Ty 125 °C Veg = 400 \ T 125 °C
Vee= -5/15 V 150 °C Vee= -5/15 V 150 °C
Ryn= 4 Q L= 100 A
figure 26. FWD figure 27. FWD
Typical peak reverse recovery current as a function of collector current Typical peak reverse recovery current as a function of turn off gate resistor
I = f(Ic) I = f( Rgalf)
~ 225 ~ 200
< <
H H
=~ 200 Tt ~ 175
IRM
175+ . 150
150
1254
1251
100 o
Ixm
100 ./
754 RM
757
50 50
25 251
0 T T T T T T T 0 T T T T T T
0 25 50 75 100 125 150 175 200 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
Ic(A) Ryon ()
With an inductive load at 25 °C With an inductive load at 25 °C
Ve= 400 V T 125 °C Ve= 400 V T 125 °C
Ve = -5/15 \ 150 °C Ve = -5/15 \ 150 °C
Rgon = 4 Q Ic= 100 A
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Buck Switching Characteristics
figure 28. FWD figure 29. FWD
Typical rate of fall of forward and reverse recovery current as a function of collector current Typical rate of fall of forward and reverse recovery current as a function of turn off gate resistor
dig/dt, di./dt = f( ) dig/dt, di.,/dt = f( Ryor)
~ 15000 ~ 12500
4 dig/dt - - - - 3 : dip/dt ——— -
g di,./dt g % di/dt
T 12500 = 3 EX "
) =5 10000+
100001 et
Pt PPt L 75007
s z=2" *1
7500 Lem L aweit
.- PE]
%—“-—- =37
t3 3 5000+
PrL A T —
5000+ -
2500+
2500
0 T T T T T T T 0 T T T T T T
0 25 50 75 100 125 150 175 200 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Reon ()
With an inductive load at 25 °C With an inductive load at 25 °C
Vg = 400 \ Ty 125 °C Veg = 400 \ Ty 125 °C
Vee=  -5/15 V 150 °C Vee= -5/15 V 150 °C
Ryon = 4 Q Ic= 100 A
figure 30. IGBT
Reverse bias safe operating area
Ie = f( V)
~ 225
)
= pp0fou x
) :
i 3
175+ \ =~
1
1501 N
Al
El Al
1254 2 “
5 A}
1007 =
A}
\
751 K|
Al
50+ \
Al
\ £
257 NE
1.8
0 ~
0 100 200 300 400 500 600 700 800
Vee(V)
At Ti= 150 °C
Rgon = 4 Q
Reoi = 4 Q

Copyright Vincotech 19 21 Jan. 2022 / Revision 1



\4

Vincotech

10-PYO7HVA10OORG11-L986F58Y

Boost Switching Characteristics

datasheet

figure 31. IGBT figure 32. IGBT
Typical switching energy losses as a function of collector current Typical switching energy losses as a function of gate resistor
E = f(I) E=f(Ry)
=35 ~25
2 =
E Eye E
= 3,01 Eot = Eoi
2,01 / Eu
2,51 Eorr
g«m
4 off
2,01 15 Eon
Eon
1,51 1,01
1,04
Enn 0,57
" ‘/ Eon
//—— En
0,0 T T T T T 0,0 T T T T T T
0 25 50 75 100 125 150 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
Ic(A) Ry(2)
With an inductive load at 25 °C With an inductive load at 25 °C
Ve= 400 V Ty 125 °C Ve= 400V T 125 °C
Ve = -5/15 Y] 150 °C Ve = -5/15 \% 150 °C
Rgon= 4 Q Ic= 75 A
Ryoi = 4 Q
figure 33. FWD figure 34. FWD
Typical reverse recovered energy loss as a function of collector current Typical reverse recovered energy loss as a function of gate resistor
Eree = f( 1) Evec = f(Ry)
~ 3,0 ~ 2,00
Q Q
z z
= = 1,759
= 2,51 Erc N
o 1,501 .
2,01 rec
1,25+
Erec
Erec
1,51 1,001
0,751
1,01 Erec
0,501
0,51
0,251
0,0 . ! ! ] ! 0,00 . . ! ! } }
0 25 50 75 100 125 150 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
Ic(A) Ri(2)
With an inductive load at 25 °oC With an inductive load at 25 °C
Ver = 400 \ Ty 125 °C Ver = 400 \ Ty 125 °C
Vee= -5/15 V 150 °C Vee= -5/15 V 150 °C
Ry = 4 Q L= 75 A
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Boost Switching Characteristics
figure 35. IGBT figure 36. IGBT
Typical times as a ion of current Typical switching times as a function of gate resistor
t=f(l) t = f(Ry)
~ 100 —~ 100
g 2
acorn)
10-1 \ tagom 1071 Laon)
tagon) te
t; t
tr
102 102+
10-3 T T T T T 103 T T T T T T
0 25 50 75 100 125 150 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Ry(2)
With an inductive load at With an inductive load at
T= 150 °C T= 150 °C
Vee = 400 \% Vg = 400 \Y
Vee = -5/15 \% Vee = -5/15 \%
Ryn= 4 Q Ie= 75 A
Rgorr= 4 Q
figure 37. FWD figure 38. FWD
Typical reverse recovery time as a function of collector current Typical reverse recovery time as a function of IGBT turn off gate resistor
tw = (1) toe = F( Ryor)
= 0,150 — 0,150
) )
3 3
& &
0,125 0,125
e Cor
0,100 0,100 .
ter "
0,075 0,075
- [
0,050- 0,050- —//
0,025 0,025
0,000 ! ! ! ! ! 0,000 ! ! ! ! ! !
0 25 50 75 100 125 150 , 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Ryor ()
With an inductive load at 25 °oC With an inductive load at 25 °oC
Ver = 400 \ Ty 125 °C Vg = 400 \ Ty 125 °C
Vee=  -5/15 V 150 °C Vee=  -5/15 V 150 °C
Ry = 4 Q Ie= 75 A
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Boost Switching Characteristics

figure 39. FWD figure 40. FWD
Typical r charge as a ion of current Typical recovered charge as a function of turn off gate resistor
Q= f( 1) Qr = f( Ryor)

~9 ~7

2 2

S 8 53 6-

74 @

1
1
0 T T T T T 0 T T T T T T
0 25 50 75 100 125 150 0,0 2,5 5,0 7,5 10,0 12,5 15,0 17,5
1c(A) Reon ()
With an inductive load at 25 °C With an inductive load at 25 °C
Ve= 400 V T 125 °C Ve= 400 V Ty 125 °C
Vee=  -5/15 V 150 °C Vee= -5/15 V 150 °C
Rygon= 4 Q Ic= 75 A
figure 41. FWD figure 42. FWD
Typical peak reverse recovery current as a function of collector current Typical peak reverse recovery current as a function of turn off gate resistor
I = f(Ic) I = f( Rgalf)
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figure 43.

Typical rate of fall of forward and reverse recovery current as a function of collector current

dig/dt, di./dt = f( )

10-PYO7HVA10OORG11-L986F58Y

datasheet

Boost Switching Characteristics

FWD

figure 44.

FWD
Typical rate of fall of forward and reverse recovery current as a function of turn off gate resistor
dir/dt, di./dt = f( Ryon)
~ 15000 ~ 15000
% dip/dt ————- % dip/dt ————-
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With an inductive load at 25 °C With an inductive load at 25 °C
Vg = 400 \ Ty 125 °C Veg = 400 \ Ty 125 °C
Ve = -5/15 \% 150 °C Vie = -5/15 \% 150 °C
Ryon = 4 Q Ic= 75 A
figure 45. IGBT
Reverse bias safe operating area
Ie = f( V)
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figure 46.
Turn-off Switching Waveforms & of taors Lrofr (Ligorr = integrating time for E,p)
% Laofr M
N VGE 90% QCE 90%
>< Ve le
Leoft
|C 1%
VCE
t(us)
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figure 47. IGBT

Turn-on
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